
Smart Design  LCD Advertising Player  

02 Series
Model No.: SH-SW1902BF-T
Size:19 inch

Features
Designed especially for indoor advertising.

19” lcd ad player, With touchscreen ,can set 

up 99 active frames for touch in the screen 

,and 99 pages at most for a interactive 

advertising . 

VESA holes on rear ,with four vesa screws 

for mounting.VGA port at bottom,anti-theft 

card slot at the left side of the machine.

Media Player:
Support Media Format: 

      VIDEO: *.mov, *.dat, *.vob, *.mpg, *.avi (code is mpeg1, mpeg2,   

      Divx, QuickTime); 

      PHOTO: *.jpg (1280*720 full screens); 

      MUSIC: *.mp3 (code is mp3, mp2, Pcm, ac3, mpeg1, wav)

Storage Media: CF card, SD card, USB Flash with lock protectionall sizes,          

512MB/1GB/2GB/4GB/8GB/16GB

Download Media: USB-Auto download from USB to CF/SD card with 

appointed file for security protection.

Audio Output: Built-in L/R speakers 2pcs, 2W,8 , Stereo 

Working Temperature: -17℃-55℃

Ω

LCD Panel:
Panel Brand:

Screen Ratio: 

Display Area: 

Resolution: 

View Angle: 

Brightness: 

Contrast Ratio: 

Response Time: 

Display Color: 

Accessories: 
User Manual: 

Power Cable (with adaptor): 

Remote Control:  

Keys:

M6 VESA Screws: 

Bracket: 

Toughened Glass: 

Packing Details: 
Machine Dimensions (mm): 

Machine Weight (N.W): 

Unit Packing Size (mm): 

Unit Packing Weight (G.W):

Packing: 

Carton Packing Size (mm): 

Carton Packing Weight (G.W.): 

AUO

4:3

376.32(H)*301.06(V) mm

1280*1024

80/80/85/85
2300cd/m

800:1

5ms

16.7M

1pc

1pc

1pc

2pcs

4pcs

No

No

431*344.5*45mm

5.2kgs

562*449*108mm

7.0kgs

3PCS/Carton

605*387*471mm

21.0kgs

Above information is only for your reference, all rights are reserved by Shining International Ltd. Company.

Power:
Power Input:

 

Power Consumption: 

AC 110-240V, 

DC 12-24V

<35W

Touch Panel: 
Type: 

Resolution:

Life for click: 

Response Time: 

Working Temp:

Working Pressure:

Transmittance: 

Input mode: 

 4-wire analog resistive

 touch screen

4096*4096

1,000,000 times

10ms

-10 to 60 degree

20-80g

 >80%

soft pen or finger
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